
 
 
 

 
 
 
Specification text Lignokustik eta  
 
The following suggested text does not make any claim to completeness. Details and mounting methods  
are to be revised according to the project conditions. Variations of execution are subject to our review,  
based on our technical information (other wood species, FSC zertified, free of formaldehyde, RAL or NCS  
lacquer finishes). 
 
 
Lignokustik eta  
Acoustic wall or ceiling panels, or door elements 
 
Manufacture, supply and installation of sound-absorbing wall or ceiling panels. 
Face: fine - perforated  
Hole diameter 1.2 mm, pattern 3.5/3.5 mm parallel,  
Surface; veneered maple or RAL/NCS colored 
Surface finish: clear lacquered with fire retardant lacquer. 
Core material: chipboard class B2 oder B1 
Rear side: Hardboard perforated, covered with acoustic tissue 
Thickness: 19 mm +/- 0,5 mm 
Length: up to 3000 mm 
Width: up to 600 mm, (bigger sizes on demand) 
Edges: raw, saw-cut or grooved or matching veneer perimeter 
 
Standard method of installation: The elements are fixed with a special metal hat-profile 
screwed to the sub-construction in the length and the width of the panels. 
Panel joints: 3 mm shadow-gap. Attention being paid to a properly aligned joint pattern 
 
 
 
Product: Lignokustik eta  
 
 
Manufactured by: Lignokustik AG 
 Unterhaldenstrasse 32 
 CH-8717 Benken 
 
 Tel.: 0041 (0)55 293 24 00 
 Fax  0041 (0)55 293 24 01 
 
 Email: info@lignokustik.ch 
 Website: www.lignokustik.ch 
 
 


